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RHOMBIC MODELS Maximum temperature 325˚F (160˚C) 
Rhomboid platens built on a 22° bias with a “left-hand” lead.

 MODEL PLATEN SIZE MAX BELT WIDTH  WEIGHTS  OVERALL HEIGHT OVERALL WIDTH OVERALL LENGTH  
    TOP HALF  TOTAL  (includes side handles)

  

 MODEL PLATEN SIZE MAX BELT WIDTH  WEIGHTS  TOTAL  
    UPPER FRAME LOWER FRAME LOWER PLATEN  
  
 Maximum Operating Pressure 100 psi (7 kg/cm2)
 RAB4-3656 36 x 56 915 x 1420 48 1200 660 299 617 280 283 128 14.1
 RAB4-4256 42 x 56 1065 x 1420 48 1200 800 364 645 293 325 147 16.4 
 RAB4-5256 52 x 56 1320 x 1420 48 1200 1000 454 800 363 400 181 20.3
 RAB4-4558 45 x 58 1145 x 1470 50 1300 895 407 715 325 360 164 18.2
 RAB4-5662 56 x 62 1420 x 1575 54 1400 1400 635 985 447 415 188 24.3
 RAB4-4564 45 x 64 1145 x 1755 60 1500 960 435 800 363 400 181 20.1
 RAB4-3670 36 x 70 915 x 1780 60 1500 615 280 540 245 252 114 17.6
 RAB4-3682 36 x 82 915 x 2082 72 1800 1000 454 665 302 400 181 20.6
 RAB4-4682 46 x 82 1170 x 2080 72 1800 1420 644 1060 482 540 245 26.4

 Maximum Operating Pressure 150 psi (10 kg/cm2)
 RAB4-5270 52 x 70 1320 x 1780 60 1500 1675 761 1215 552 475 216 25.4
 RAB4-8570 85 x 70 2160 x 1780 60 1500 2200 998 1750 794 700 320 41.6
 RAB4-6082 60 x 82 1525 x 2080 72 1800 2500 1134 1900 864 725 330 34.4
 RAB4-13486 134 x 86 3405 x 2185 72 1800 6600 3000 5600 2545 1400 636 80.6
 RAB4-4298 42 x 98 1065 x 2490 84 2100 2400 1089 1900 862 500 227 28.8
 RAB4-56112 56 x 112 1420 x 2845 96 2400 2650 1202 2100 953 760 346 43.9
 RAB4-80112 80 x 112 2030 x 2845 96 2400 4700 2132 3800 1724 130 590 62.7

 Maximum Operating Pressure 200 psi (14 kg/cm2)
 RAB4-12073 120 x 73 3050 x 1855 60 1500 4920 2236 4060 1845 1445 657 61.3
 RAB4-134102 134 x 102 3405 x 2590 84 2100 10000 4545 9600 4363 1800 818 95.6
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